
54

A
B

Master Keyway

POSITION  W

Master Keyway

POSITION  X

Master Keyway

POSITION  Y

Master Keyway

POSITION  Z

Views looking into front face of pin insert
             or rear of socket insert.

A
B A

B

B
A

Amphenol FAN Connectors
filtered “AN” 

The “AN”Filter Connector is designed in configurations intermate-
able and intermountable with MIL-DTL-5015* connectors and pro-
vides electromagnetic interference protection for critical circuits.
• Same dimensions as the non-filtered standard MIL-spec connectors

with the exception of back shell length. (See Catalog 12-020).
• Uses non-removable solder cup terminated contacts.
• Shells are impact extruded or machined bar stock aluminum and are

available in several conductive platings.
• Applications include power transmission, medical communications,

and ground support equipment.

The following insert arrangements within the 5015 family have the same
alternate insert rotations for W, X, Y and Z, which are:

Degrees

W X Y Z

80 110 250 280

16-7 20-22 22-29 24-17 28-16 32-13

18-5 22-6 22-33 24-20 28-17 32-22

18-9 22-12 22-34 24-21 28-19 32-AF

18-13 22-14 24-1 24-28 28-20 36-1

18-14 22-15 24-3 28-1 28-21 36-7

20-7 22-16 24-4 28-4 32-1 36-8

20-8 22-17 24-5 28-8 32-3 36-13

20-9 22-18 24-6 28-9 32-4 40-AR

20-12 22-19 24-7 28-10 32-6 40-AS

20-14 22-21 24-12 28-11 32-9 40-AT

20-16 22-24 24-14 28-14 32-10 40-AU

20-20 22-25 24-16 28-15 32-12

The following are additional 5015 insert
arrangements with alternate rotations.

Insert
Arrangement

Degrees
W X Y Z

10SL-4 63 – – –

12S-3 70 145 215 290

14S-2 – 120 240 –

14S-5 – 110 – –

14S-7 90 180 270 –

14S-9 70 145 215 290

16-9 35 110 250 325

16-10 90 180 270 –

16-11 35 110 250 325

16-13 35 110 250 325

16S-1 80 – – 280

16S-4 35 110 250 325

16S-5 70 145 215 290

16S-6 90 180 270 –

16S-8 – 170 265 –

18-1 70 145 215 290

18-3 35 110 250 325

18-4 35 110 250 325

18-8 70 – – 290

18-10 – 120 240 –

18-11 – 170 265 –

18-12 80 – – 280

18-15 – 120 240 –

18-20 90 180 270 –

18-22 70 145 215 290

18-29 90 180 270 –

20-3 70 145 215 290

20-4 45 110 250 –

20-5 35 110 250 325

20-6 70 145 215 290

20-15 80 – – 280

20-17 90 180 270 –

20-18 35 110 250 325

20-19 90 180 270 –

20-21 35 110 250 325

20-23 35 110 250 325

20-24 35 110 250 325

20-27 35 110 250 325

20-29 80 – – 280

22-1 35 110 250 325

22-2 70 145 215 290

22-4 35 110 250 325

22-5 35 110 250 325

22-8 35 110 250 325

22-9 70 145 215 290

22-10 35 110 250 325

22-11 35 110 250 325

22-13 35 110 250 325

22-20 35 110 250 325

22-22 – 110 250 –

22-23 35 – 250 –

22-27 80 – 250 280

22-28 80 – – 280

22-63 20 – – –

24-2 80 – – 280

24-9 35 110 250 325

24-10 80 – – 280

24-11 35 110 250 325

24-22 45 110 250 –

24-27 80 – – 280

28-2 35 110 250 325

28-3 70 145 215 290

Insert
Arrangement

Degrees
W X Y Z

28-5 35 110 250 325

28-6 70 145 215 290

28-7 35 110 250 325

28-12 90 180 270 –

28-18 70 145 215 290

28-22 70 145 215 290

28-AY 45 110 250 –

32-2 70 145 215 290

32-5 35 110 250 325

32-7 80 125 235 280

32-8 80 125 235 280

32-15 35 110 250 280

32-17 45 110 250 –

32-25 60 120 – –

32-48 80 – – –

32-64 80 100 110 250

32-68 30 – – –

32-82 30 – – –

36-3 70 145 215 290

36-4 70 145 215 290

36-5 – 120 240 –

36-6 35 110 250 325

36-9 80 125 235 280

36-10 80 125 235 280

36-14 90 180 270 –

36-15 60 125 245 305

36-AF 65 – – –

40-1 65 130 235 300

40-5 33 – – 270

40-9 65 125 225 310

40-10 65 125 225 310

40-35 70 130 230 290

40-AD 45 – – –

40-AG 37 74 285 322

40-AP 35 110 250 325

40-AV 90 180 270 –

Insert
Arrangement

Degrees
W X Y Z

* MIL-DTL-5015 supersedes MIL-C-5015.
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FAN (MIL-DTL-5015)
box mounting receptacle

Shell
Size

B Thread
Class 2A
(Plated)

M
+.010
–.000

K
+.020
–.010

N Dia.
+.010
–.000

R
TP

S
±.031

T Dia.
+.004
–.002

8S .5000-28 UNEF .562 .672 .375 .594 .875 .120

10S .6250-24 UNEF .562 .672 .500 .719 1.000 .120

10SL .6250-24 UNEF .562 .672 .625 .719 1.000 .120

12S .7500-20 UNEF .562 .672 .625 .812 1.094 .120

12 .7500-20 UNEF .750 .860 .625 .812 1.094 .120

14S .8750-20 UNEF .562 .672 .750 .906 1.188 .120

14 .8750-20 UNEF .750 .860 .750 .906 1.188 .120

16S 1.0000-20 UNEF .562 .672 .875 .969 1.281 .120

16 1.0000-20 UNEF .750 .860 .875 .969 1.281 .120

18 1.1250-18 UNEF .750 .891 1.000 1.062 1.375 .120

20 1.2500-18 NEF .750 .891 1.125 1.156 1.500 .120

22 1.3750-18 NEF .750 .891 1.250 1.250 1.625 .120

24 1.5000-18 NEF .812 .953 1.375 1.375 1.750 .147

28 1.7500-18 NS .812 .953 1.625 1.562 2.000 .147

32 2.0000-18 NS .875 1.031 1.875 1.750 2.250 .173

36 2.2500-16 UN .875 1.031 2.062 1.983 2.500 .173

40 2.5000-16 UN .875 1.031 2.312 2.188 2.750 .173

All dimensions for reference only.

21-26X2XX-XXX

For ordering information, see how to order page 72.
Note: MIL-DTL-5015 supersedes MIL-C-5015.


